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VW 504.00/507.00
ACEA C3
API SN/CF
MB 229.31/229.51/229.52
Porsche C30
BMW Longlife-04
Opel OV 040 1547 - D30

TECHNICAL SPECIFICATIONS

APPLICATIONS

5W-30 LONGLIFE |  HV100145W-30 LONGLIFE |  HV10014
HOLLAND LONG LIFE 5W-30 is a fully synthetic
Mid-SAPS engine oil developed for modern petrol
and diesel engines. Its advanced formulation
provides excellent protection against wear and
deposits, while supporting engine cleanliness,
fuel efficiency and extended oil change intervals.

Suitable for petrol and diesel engines in passenger
cars and light commercial vehicles, including
turbocharged engines and vehicles equipped with
catalytic converters and diesel particulate filters.
HOLLAND LONG LIFE 5W-30 is particularly suitable
for applications requiring VW 504.00/507.00 and
other compatible Long Life performance
specifications.

Density at 15 °C                       kg/l                      0,851
Viscosity -30 °C                       mPa.s                  6140
Viscosity 40 °C                        mm²/s                 68,90
Viscosity 100 °C                       mm²/s.                12,00
Viscosity Index                          -                          172
Flash Point COC                     °C                         232
Pour Point                                °C                        -42
Total Base Number                mgKOH/g          6,7
Sulphate Ash                           %                          0,67
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